






RHW Terminal Block Splice Kit Installation Instructions
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Worldwide Headquarters
Tyco Thermal Controls
307 Constitution Drive
Menlo Park, CA 94024-1164
USA
Tel	 800-545-6258
Tel	 650-216-1526
Fax	 800-527-5703
Fax	 650-474-7711
info@tycothermal.com
www.tycothermal.com

Canada
Tyco Thermal Controls
250 West St.
Trenton, Ontario
Canada  K8V 5S2
Tel	 800-545-6258
Fax	 800-527-5703

Important: All information, including illustrations, is believed to be reliable. Users, however, should 
independently evaluate the suitability of each product for their particular application. Tyco Thermal 
Controls makes no warranties as to the accuracy or completeness of the information, and disclaims any 
liability regarding its use. Tyco Thermal Controls' only obligations are those in the Tyco Thermal Controls 
Standard Terms and Conditions of Sale for this product, and in no case will Tyco Thermal Controls or its 
distributors be liable for any incidental, indirect, or consequential damages arising from the sale, resale, 
use, or misuse of the product. Specifications are subject to change without notice. In addition, Tyco 
Thermal Controls reserves the right to make changes—without notification to Buyer—to processing or 
materials that do not affect compliance with any applicable specification. 

Tyco is a trademark of Tyco Thermal Controls LLC or its affiliates.
Ilsco is a trademark of Ilsco Corporation.
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•	Completed installation options.
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•	 Connect equipment grounding conductor in accordance 
with normal practice.
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•	If using two-hole lugs, align the lug connector holes, and 

bolt the lugs together using a short bolt, washers and nut 
(not supplied with kit) through either hole. Use the other 
hole to attach the lugs to the bolt as described in Step 5 
above. Use an open-end wrench to hold the retain-
er nut while tightening down the nut, to ensure a good 
contact between the lugs.  

Repeat Steps 1-6 for 
remaining cables.


