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2

Figure 1

Power

Alarm

Power

Alarm

Power

Alarm

Power

Alarm

Figure 2

Figure 3

QuickNet® -Check

QuickNet® -Check

L1
QN1

QuickNet1 QuickNet2

To L1 To L2 To E

L2
QN1

L1
QN2

E
QN1

E
QN2

L2
QN2

Installing the batteries

Connecting the QuickNet heating mat to the QuickNet-Check monitor to troubleshoot issues after installation

Connecting the QuickNet heating mat to the QuickNet-Check monitor during installation

�t�� �0�Q�F�O �U�I�F �C�B�U�U�F�S�Z �D�P�W�F�S �B�O�E �J�O�T�F�S�U �U�I�F �U�X�P �	���
 �"�"�" �C�B�U�U�F�S�J�F�T �J�O�U�P �U�I�F 
compartment. Make sure the batteries are installed in the proper 
�P�S�J�F�O�U�B�U�J�P�O�� �4�F�F �'�J�H�V�S�F ����

�t�� �3�F�Q�M�B�D�F �U�I�F �C�B�U�U�F�S�Z �D�P�W�F�S �B�O�E �T�X�J�U�D�I �U�I�F �V�O�J�U �i�0�/�w��
�t�� �5�I�F �B�M�B�S�N �T�I�P�V�M�E �T�P�V�O�E �B�O�E �U�I�F �S�F�E �M�J�H�I�U �T�I�P�V�M�E �M�J�H�I�U �T�J�O�D�F �U�I�F�S�F �J�T 

no connection to a mat or cable. If this does not occur, please make 
sure that the batteries are properly installed or replace the batteries.

�t�� �%�V�S�J�O�H �O�P�S�N�B�M �V�T�F�
 �U�I�F �H�S�F�F�O �M�J�H�I�U �J�O�E�J�D�B�U�F�T �U�I�B�U �U�I�F �2�V�J�D�L�/�F�U���$�I�F�D�L 
monitor is monitoring the mat or cable for damage. Should the green 
light go out, replace the batteries before continuing work.

�t�� �5�V�S�O �P�G�G �U�I�F �Q�P�X�F�S �U�P �U�I�F �2�V�J�D�L�/�F�U �G�M�P�P�S �I�F�B�U�J�O�H �T�Z�T�U�F�N �B�U �U�I�F �D�J�S�D�V�J�U 
breaker before starting any work.

�t�� �3�F�N�P�W�F �U�I�F �2�V�J�D�L�4�U�B�U �5�I�F�S�N�P�T�U�B�U �B�O�E �E�J�T�D�P�O�O�F�D�U �U�I�F �D�P�M�E �M�F�B�E�T�
 
power wires and floor sensor leads by following the instructions in the 
�2�V�J�D�L�4�U�B�U �5�I�F�S�N�P�T�U�B�U �*�O�T�U�B�M�M�B�U�J�P�O �B�O�E �0�Q�F�S�B�U�J�P�O �N�B�O�V�B�M �	�)�����������
��

�t�� �$�P�O�O�F�D�U �U�I�F �D�P�M�E �M�F�B�E�T �U�P �U�I�F �2�V�J�D�L�/�F�U���$�I�F�D�L �N�P�O�J�U�P�S �B�T �T�I�P�X�O �J�O 
�'�J�H�V�S�F �� �B�O�E �U�V�S�O �N�P�O�J�U�P�S �0�/��

�t�� �*�G �U�I�F �B�M�B�S�N �T�P�V�O�E�T�
 �D�P�O�U�B�D�U �5�Z�D�P �5�I�F�S�N�B�M �$�P�O�U�S�P�M�T �B�U �	�������
 ������������������
�t�� �*�G �U�I�F �B�M�B�S�N �E�P�F�T �O�P�U �T�P�V�O�E�
 �S�F�G�F�S �U�P �U�I�F �5�S�P�V�C�M�F�T�I�P�P�U�J�O�H �T�F�D�U�J�P�O �P�G 

�U�I�F �2�V�J�D�L�/�F�U �4�Z�T�U�F�N �*�O�T�U�B�M�M�B�U�J�P�O �.�B�O�V�B�M �	�)�����������
��

�t�� �7�F�S�J�G�Z �U�I�B�U �U�I�F �N�B�U �J�T �O�P�U �D�P�O�O�F�D�U�F�E �U�P �B �Q�P�X�F�S �T�P�V�S�D�F��
�t�� �$�P�O�O�F�D�U �U�I�F �2�V�J�D�L�/�F�U �I�F�B�U�J�O�H �N�B�U�	�T�
 �B�U �U�I�F �C�F�H�J�O�O�J�O�H �P�G �U�I�F �Q�S�P�K�F�D�U �U�P 

detect for faults in the heating cable.
�t�� �$�P�O�O�F�D�U �P�O�F �2�V�J�D�L�/�F�U �N�B�U �B�T �T�I�P�X�O �J�O �'�J�H�V�S�F ���� �$�P�O�O�F�D�U �U�X�P �N�B�U�T �J�O 

series as shown in Figure 3.
�t�� �5�V�S�O �N�P�O�J�U�P�S �0�/��
�t�� �5�I�F �H�S�F�F�O �M�J�H�I�U �T�I�P�V�M�E �M�J�H�I�U �U�P �J�O�E�J�D�B�U�F �U�I�B�U �U�I�F �2�V�J�D�L�/�F�U���$�I�F�D�L 

monitor is operating properly.
�t�� �5�I�F �B�M�B�S�N �X�J�M�M �T�P�V�O�E �B�O�E �U�I�F �S�F�E �M�J�H�I�U �X�J�M�M �M�J�H�I�U �J�G �U�I�F �N�P�O�J�U�P�S �E�F�U�F�D�U�T 

damage to the heating cable or if the lead wires come loose. The two 
types of damage that can be detected are:
�o�� �" �C�S�F�B�L �J�O �U�I�F �D�P�O�U�J�O�V�J�U�Z �P�G �U�I�F �I�F�B�U�J�O�H �F�M�F�N�F�O�U
�o�� �" �T�I�P�S�U �U�P �U�I�F �H�S�P�V�O�E �X�J�S�F

�t�� �*�G �U�I�F �B�M�B�S�N �T�P�V�O�E�T�
 �W�F�S�J�G�Z �U�I�B�U �U�I�F �M�F�B�E �X�J�S�F�T �B�S�F �Q�S�P�Q�F�S�M�Z �D�P�O�O�F�D�U�F�E�� 
If the lead wires are properly connected, stop the installation and 
�D�P�O�U�B�D�U �5�Z�D�P �5�I�F�S�N�B�M �$�P�O�U�S�P�M�T �B�U ��������������������������

�t�� �*�U �J�T �T�U�S�P�O�H�M�Z �S�F�D�P�N�N�F�O�E�F�E �U�I�B�U �Z�P�V �L�F�F�Q �U�I�F �2�V�J�D�L�/�F�U���$�I�F�D�L 
�N�P�O�J�U�P�S �U�V�S�O�F�E �0�/ �B�O�E �B�U�U�B�D�I�F�E �U�P �U�I�F �D�P�M�E �M�F�B�E�T �U�I�S�P�V�H�I�P�V�U �U�I�F 
installation of the heating mat. Detecting a fault in the heating cable 
before setting it in mortar can help to save both time and rework cost.
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Worldwide Headquarters
Tyco Thermal Controls
������ �$�P�O�T�U�J�U�V�U�J�P�O �%�S�J�W�F
�.�F�O�M�P �1�B�S�L�
 �$�" ��������������������
�6�4�"
�5�F�M�� �	�������
 ����������������
�5�F�M�� �	�������
 ����������������
�'�B�Y�� �	�������
 ����������������
�'�B�Y�� �	�������
 ����������������
info@tycothermal.com
www.tycothermal.com

Canada
Tyco Thermal Controls
������ �8�F�T�U �4�U��
�5�S�F�O�U�P�O�
 �0�O�U�B�S�J�P
�$�B�O�B�E�B  �,���7 ���4��
�5�F�M�� �	�������
 ����������������
�'�B�Y�� �	�������
 ����������������

Important: All information, including illustrations, is believed to be reliable. Users, however, 
should independently evaluate the suitability of each product for their particular application. 
Tyco Thermal Controls makes no warranties as to the accuracy or completeness of the 
information, and disclaims any liability regarding its use. Tyco Thermal Controls' only 
obligations are those in the Tyco Thermal Controls Standard Terms and Conditions of Sale 
for this product, and in no case will Tyco Thermal Controls or its distributors be liable for 
any incidental, indirect, or consequential damages arising from the sale, resale, use, or 
misuse of the product. Specifications are subject to change without notice. In addition, Tyco 
Thermal Controls reserves the right to make changes—without notification to Buyer—to 
processing or materials that do not affect compliance with any applicable specification. 

�5�Z�D�P�
 �2�V�J�D�L�/�F�U �B�O�E �2�V�J�D�L�4�U�B�U �B�S�F �U�S�B�E�F�N�B�S�L�T �P�G �5�Z�D�P �5�I�F�S�N�B�M �$�P�O�U�S�P�M�T �-�-�$ �P�S �J�U�T �B�G�G�J�M�J�B�U�F�T��


