




















General

Information
Table 13: Product Data
Gardian
W51-6P W52-6L
WinterGard Wet W51-12P  W52-12L
H612050 H622050 W51-18P  W52-18L
WinterGard Plus H612100 H622100 W51-24P  W52-24L
WinterGard H611050  H621050 H612250 H622250 W51-50P
H311100 H611100  H621100 H612500 H622500 W51-75P
H311250 H611250  H621250 H6121000 H6221000 W51-100P
Nominal service voltage 120 120 208-240 120 208-240 120 208-240
Min. power output at 40°F (W/ft) 3 6 6 6 6 6 6
Nominal power output in ice and snow n/a n/a n/a 8 8 8 n/a
Maximum circuit length (ft) for pipes 250 200 350 200 350 n/a n/a
Maximum circuit length (ft) n/a n/a n/a 200 400 n/a n/a
for roof and gutter de-icing
Maximum circuit breaker 15 20 20 20 20 15 15
size for 40°F start-up (amps)
Maximum circuit breaker 30 30 30 30 30 15 15
size for 0°F start-up (amps)
Weight per 100 ft (Ib) 6 6 6 9 9 n/a n/a
Maximum exposure temp. (°F) 150 150 150 150 150 150 150
Environment* Dry area pipes Dry area pipes Dry and wet area pipes, roof and gutter Pipes
de-icing only
Approvals**
UL System Listed (2) (2) (2) 2,3) (2,3) (1,2,3) 2)
CSA Certified (4) (4) (4) (4) (4) (4) (4)
* Use only in ordinary (nonhazardous) areas. Do not expose to any
chemicals. In wet areas, use only WinterGard Wet or Gardian.
** (1) 60J9 Residential and Mobile Home Pipe Heating Cable.
(2) 718K Pipe Heating Cable.
(3) 877Z Roof De-Icing and Snow Melting Equipment.
(4) CSA file LR21133.
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Worldwide Headquarters Canada

Tyco Thermal Controls Tyco Thermal Controls
307 Constitution Drive 250 West St.

Menlo Park, CA 94025-1164 Trenton, Ontario

USA Canada K8V 5S2

Tel: (800) 545-6258 Tel: (800) 545-6258
Tel: (650) 216-1526 Fax: (800) 527-5703
Fax: (800) 527-5703

Fax: (650) 474-7711
info@tycothermal.com
www.tycothermal.com

Tyco, FreezGard, Gardian, TruckPak, WinterGard, WinterGard Plus, and
WinterGard Wet are trademarks of Tyco Thermal Controls LLC or its affiliates.

Important: All information, including illustrations, is believed to be
reliable. Users, however, should independently evaluate the suitability
of each product for their particular application. Tyco Thermal Controls
makes no warranties as to the accuracy or completeness of the
information, and disclaims any liability regarding its use. Tyco Thermal
controls only obligations are those in the Tyco Thermal Controls
Standard Terms and Conditions of Sale for these products, and in no
case will Tyco Thermal Controls or its distributors be liable for any
incidental, indirect, or consequential damages arising from the sale,
resale, use, or misuse of the products. Specifications are subject to
change without notice. In addition, Tyco Thermal Controls reserves the
right to make changes—without notification to Buyer—to processing
or materials that do not affect compliance with any application
specification.
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