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Trac-Loc® Insulation System

. is installed without costly
scaffolding, and is engineered to
withstand hurricane force winds.

Tank Insulation Systems

When insulation panel systems are considered for flat bottom storage tanks or other
unique tank configurations, standing seam technology is recommended. The Trac-Loc®
system is a standing seam insulation system that delivers a structurally superior and
maintenance-free alternative to conventional tank insulation methods.

Trac-Loc is a state-of-the-art technology that utilizes a double-locking standing seam
panel offering high wind resistance and industrial durability. The Trac-Loc design is
weatherproof, thermally efficient and aesthetically superior to conventional insulation.
Furthermore, with prefabrication of individual panels, and no scaffolding requirement,
on-site construction schedules can be greatly reduced.

Flat bottom storage tank

Why Choose Trac-Loc Over Conventional Insulation?

Q Eliminates costly scaffolding

O Reduces field construction man-hours

Q Compresses site construction schedule

Q Provides greater durability (Rated for winds up to 110 mph)
Q Offers superior aesthetics

Panel/Seam/Anchor detail
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Dramatically reduces on
site schedules.

Trac-Loc panels can be provided
in customer selected colors.

tyco
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Trac-Loc Applications

Tank Farm . Dome roof

Pumphouse enclosure Wind girder

Tyco Thermal Controls has an extensive global installation base of Trac-Loc insulation
systems. Regional capabilities include design, fabrication and installation of these state-
of-the-art insulation systems, thereby further reducing total installation costs. Shown
above are examples of the diverse applications that can benefit from the Trac-Loc
system.

Tyco, Tracer and Trac-Loc are trademarks of Tyco Thermal Controls LLC or its affiliates.
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Tyco Thermal Controls
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Menlo Park, CA 94025-1164
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Tel: (800) 545-6258
Tel: (650) 216-1526
Fax: (800) 527-5703
Fax: (650) 474-7711
info@tycothermal.com
www.tycothermal.com

Impartant: All information, including illustrations, is believed to be reliable. Users, however, should inde-
pendently evaluate the suitability of each product for their particular application. Tyco Thermal Controls
makes no warranties as to the accuracy or completeness of the information, and disclaims any liability
regarding its use. Tyco Thermal Controls’ only obligations are those in the Tyco Thermal Controls Standard
Terms and Conditions of Sale for this product, and in no case will Tyco Thermal Controls or its distributors
be liable for any incidental, indirect, or consequential damages arising from the sale, resale, use, or misuse
of the product. Specifications are subject to change without notice. In addition, Tyco Thermal Controls
reserves the right to make changes—without notification to Buyer—to processing or materials that do not
affect compliance with any applicable specification.
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